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 Advantages in detail
 See also page 6 for additional advantages.
 Job flexibility through separated lifting and pumping unit.
 Effortless transport and return to original position of jack 
through combined push back / transport unit (included JSET 
30/50).

 Complete jack set includes all necessary hoses. Unpack and 
ready for use.

Set series JH-P
Load capacity up to 50 metric tons

Hydraulic jacks with pump and hoses in one set

Type

Oil volume L 7,6  ⁄  4,8 9,5  ⁄  8,4

Working pressure bar  ⁄  psi 520  ⁄  7540 psi 520  ⁄  7540 psi

Connections pcs 2 2

Flow rate high pressure h  ⁄  min. 3,9 - 7 bar 7,1 - 50 bar

Flow rate high pressure h  ⁄  min. 0,33 - 520 bar 0,95 - 520 bar

Motor facts 230 V, 50 Hz, 5 A 230 V, 50 Hz, 13 A

Dimensions L x W x H mm  ⁄  in 530 x 300 x 560  ⁄  20.87x11.81x22.05“ 530 x 300 x 560  ⁄  20.87x11.81x22.05“

Length of hoses mm  ⁄  in variable variable

Weight with oil an cart kg  ⁄  lbs 40  ⁄  88 40  ⁄  88

Usable jacks any hydraulic jacks any hydraulic jacks

Order number

Type

Jack 1 x JH 13 P 1 x JH 30 P 1 x JH 50 P

Hose 1 x JS 2 2 x JS 2 2 x JS 3

Pump 1 x JP 26 1 x JPE 30 NVR 1 x JPE 55 NVR

Push back  ⁄  Transport unit – 1 x JRS 1 1 x JRS 1

Order number

Electrical pumps without hoses   


